


AIR TO AIR COMPACT UNIT
FROM 10 KW TO 240 KW
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MIRACR

AIR TO AIR
COMPACT
UNffS
ROOF·TOP

Heat pumpwith gas burner, externalaxial fan

Onlycrolng with gas burner, external axial fan
Heat pump, external axial fan

Only cooling,external.",al fan

MlRAC X y

j j
10 - 240 R, H, GR, GH

Size Version*
*

Model Number Nomenclature

• Electrical board: includes main circuit breaker, compressor and fan control switch, security circuit breaker,
condensation control predisposition, electrical correct wiring phases device, all wires and terminals are identified. Tn
agreement with standard EN60204.

• Air filter: regenerable G4 class, flame resistanceFlclass, DIN 534338, aufoestinguishing with 87,5% maximum
separation grade (ASHRAE52.~)The baffles are made of P.Olyeslerfillller coated with synthe~c resins.
A galvanized steel frame and protectiongrid.

• External fans: axial fan directly coupled to electric motor. Internal electrical insulatingsecond gradewith protection
IP 54 ( DIN VDE0470 I EN60529:1991). The fans are fitted with a guard net on the dischargeair flow side.

• Internal fans: centrifugal fan dual suCtion type, directly coupled to the electrical motor, smaller sizesor by pulley
and belt to a four pole three phaseelectricmotor.

• Refrigerant circuit: made of pickled copper, it includes thermostatic expansion valves, filter drier, high and low
pressure SWitches,sight glass, liquid line solenoid valve and taucet , service connections. For H versions also are
induded: liquid separator, liquid receiver, inversion valve and no-return valves.

• Indoor and outdoor heat exchangerccils: madeof copper tubes and aluminumfins with a big heatexchangersurface.

· Compressors: Scrollsingle phase for 10m size, scroll three phase from 10 to 180.All compressorsare completedwith
the internal thermo protection and crankcase heater. For size 240: semi hermetic sae«, three phase, completed with
crankcase heater and internal thermo protection. S\Jctionand discharge shut oft valves standard.
lubrication by means gear pump. Motor starting ''part winding"'type.

• Frame: self-supporting made of structural aluminium galvanizedsteel frame protected with polyester powder painting
to be protected of external agents. Internal thermal coating anti-<:ondensate,made with polyethylene with aluminum
protection.Steelscrewsand bolts.

Technical Features

Air cooledROOF-TOPchiller units, designedfor outdoor installation. The delivery and pickupair is precessedby ductwork
with fans with a high delivery head. The air cooled air conditioner is proj~ed to obtain a noiselessefficient and reliable
\vorking, easyfor installingwith a reducedmaintenance.All the units are completed tested before their delivery.

General Features



134 Serial port R485 with protocol mod-bus: (OPTIONAL) it atlQl.'ISthe oommunlcatlon with a central system.---'--------
Serial port R485 with protocol long work: (OPTIONAL) It allows the communication with a <entralsystem,

condensers of correction (cos ~>O,9):
(OPTIONAL) it decreasesaai\'c and
reactive power absorption.

Axial fans speed control, external
section: (OPTIONAL)
it controls the <ondensatiOn (or
evaporation in heat pump), it reduces
the actM! poo.verabsofbedandthenoise,

Smoke detector: (OPTIONAL) detect
smoke preseoceintheintemalambient.

Refrigerantgauges for high and low
pressure: (OPTIONAL)detect ope<ating
pressures,

Co2 air quality probe: (OPTIONAL)
slgnals the C02 air ccocennauco,
evcotuany ronnectcd to external signal
ortothedamper,

voe (Volatile Organic Compounds)
air quality probe:(OPTIONAl)
signals the vOC air coocentratiOn.
eventually cooned.ed to extenal signal
Oftothedamper.

(OPTIONAL) it regulates the air humidity.

Humidifier submerged electrodes:
(OPTIONAL)
it regulates the airhunUciity,

High efficiency electrostatic filter HIO:
(OPTIONAL) it reduces the pollutant
ag~tswith anelecttostatic fl(!ld.

Humidifier evaporant package with water to be missed

Progressiv(! ce:ntrlrugal motOr
starter(softstarter) : (OPTIONAL)
it reduces the start pea~(aos(Vr(ent,

External air damper ON/OFF: (OPTIONAL) ~
It oeses wh<n the_til.lion isOFFand ••
it opens when the ventilation setting is
ON. ThiSkeeps away (rom any kind 01
thertnalleakage to outside.

-.
Pressure differential grubby filters:
(OPTIONAL) It signals the nea!SSity
to dean or $\Ibstitvtion of the fitters.
and the iI')COt'rect fan functioning.

Air filter effidency F7 : (OPTIONAL)
it keeps backtMpoIlutantagerttsintheair.

Extemal modulating air damper:
(OPTlONAl) It allows to use a percentage
or external fresh air based on the 'lO,C,
01' C02 quantity; it must be coopted to
an external ai, quality senSOf.

Manual external damper: (OPTIONAL)
it controls the external air input. it Is
manuaUyconlJ()fled.

Enthalpy freecooling : (OPTIONAL) freecooling withcxternalandlntecnalenthalples«)nuOf,

Thermal freecoollng : (OPTIONAL) freecoo1ing with extetntllandintem3lternperaturt'!ScootrOf,

Remote terminal: (STANDARD)
it <ontrols the stal1;. the standby andthe
setpolnt maintenance.

Sequence control steps: (STANDARD)
It allows the correct <oonection of the
motor to the elcctricgrid,

Accessories

Thermostatic expansion valve:
(STANDARD)
It laminates the <ondensed refrigerant.

Air- refrigera nt heat exchange r:
finned coil.

Fan: axial type with tube andguard net.

Microprocessor: (STANDARD)
it controls all device functions.

Fan: ra<flaltype.

Compres.sor: scroll type, fOl' the bigger
Silt screw type.

Main components

www.fcostitoly.it
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AIR TO AIR
COMPACT
UNffS
ROOF·TOP

SensibleCooling capacity

N~ompressor I circuits

N° capacity steps 1 1 1 1 1 1 1 1 2
Compressortype Scroll
Axial fan number 1 1 2 2 2 2 2 2
Total air (10'1'1

Motor unit input

Radial fan number

Total air now 1.7 2.6 3.'1 4.6 5.4 6.7 9.3
Available static pressure head 150 150 150 150 150 150 150 150
Unit input power kW

Nominal absorbed power kW

Nominal absorbed current A
Maximum peak current A 145
Electrical supply *
Sound pressure level (l) dB(A) 58 58 67 MlRA<;;G.~

.......................
www.ftO$titoty.it

• mono-phase 230 V / SOHz /l+N+PE 135

Technical Features

Double panel system: (OPTIONAL) the device MSdOublepanei
system. the cavity bet\...eee the two panel Is flrled wah insulating
material, to improve thermal in.stllation.

Operating kit up to ·100C external
air temperature: (OPTIONAL) it
alkr....s to the chiller to ooeratewith
external temperatures up to ·IOot.

Three·way valve modulating: (OPTIONAL) Y
ft COC'ltrolswater nux to tMelCcMngers. e:!J

Operating kit up to ·2SQC external
air temperature : (OPTIONAL) it
allows to the chiller toopetatevnthextemal
tempetatvresup to ·25°C.

Hot·cold water coil: (OPTIONAL)
intC9"'tes the heate>«hangedunng heating
and/orcooling.

Electric heating resistors: (OPTIONAL)
.lIt integfC)tionheating during heat pump
optIation.

Electronic expansion valve: (OPTIONAL) __ A
it laminates theoondensed refrigetant. ~

Frost web vision : (OPTIONAL)
management remotcconllol system using
Internet connection.
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4515External air temperature
3212Internal air temperature

Operation Limits Cooling

(1) Full sound pressure levelmeasured at 5m
from the unit in free field (1503744)

Nominal conditions:
Air ambient temperature T=3S'C
Internal ambient air (inlet evaporator temperature) T=27CC
oe -19,S'Cwe

References COnditions

*~semi·hermetic screw compressors

Technical Features

m aml:.~ Em
Cooling",,_o,,'y kW 58,0 71,6 88,5 9.6 111 ill 170 243
SensibleCoolingcapadtv kW 49,3 60,8 75,2 76,6 88,2 110,9 136,8 206,5
N'compressor I drcuits 2\1 2\1 2\1 4\2 4\2 4\2 4\2 2\2
N° capacity steps 2 2 2 4 4 4 4 6
Compressortype Scroll **
Axial fan number 2 2 2 4 4 4 4 6
Total air flow m~tr 25.3 31.11 38.5 40.0 42.0 54.0 70.0 90.0
Motor unit input kW 0,78 0,78 1,5 0,7 0,7 1,5 1,5 1,5
Radial fan number 1 1 1 1 1 1 2 2
Total air f'I0\Y "!:tr 10.8 13.3 16.4 18.0 20.0 26.0 30.0 38.0

Available static pressure head Pa 150 150 150 120 120 130 150 130
Unit input power kW 1,71 2,1 2,59 3 3 4 4 5,5
Nominal absorbed 1)O\,/er kW 19,5 23,6 30,3 35,4 42,4 54,8 65,6 97,9
Nominal absorbed current A 34,6 42 53,3 70,4. 83,4 94,8 108,4 169
Maximum peak current A 153 195 225 170 180 228 270 321
Electricalsupply 400V/50 Hz/ 3+N+PE
Sound pressure levef (I) dB{A) 69 69 71 72,5 73,5 75 75,5 77,5
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MIRACR

AIR FROM USERS A
AIR TO USERS B
SUBSTTTlJl10N AIR C
INLET SOURCE AIR 0
OUTlET SOURCE AIR E
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AIR FROMUSERS A
AIR TO USERS B
SUBSTITUTION AIR C
INLETSOURCEAIR 0
OUTlET SOURCEAIR E
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AIR FROM USERS A
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AIR FROMUSERS A
AIR TO USERS B
SUBS11TUTlON AIR C
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AIR FROM USERS A
AIR TO USERS B
SUBSTITUT10N AIR C
INLET SOURCE AIR D
OUTLET SOURCE AIR E

For bigger sizes contact THE TECHNICAL OFFICE
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Working mode:
-all recycle
•wlth a mixing air intake and fresh air
- only fresh air with a total expulsion of
the air intake(total free-cooling)

The free-coolingmodecan bedeveloped
in the following way:
- temperature
-enthalpy

Complete management of the air
delivery flow, outdoor air inlet and
intake with automatic ejection of
the air intake, by means of a VR
intake fan,

3) ~"x'"9 chamber with 3 dampers

MODULAR: it has a variable opening
controlled by an air sensor (for example
theVOCprobe,orcoz probeand soon)

FREE COOLING: it has a variable
opening for the intrOOuctionof primary
external air. able to bring down the
Indoor thermal charges.

'Ser~

-, F
! SfC

- ~~ ....;.,,
~~

-
ON/OFF motorized SE: it doses if the
ventilation is OFF

Manual SE: the percentage of outdoor
airisfix.

Outdoor air damper 'Wse" which
allows the introduction of air
intake.

F

2) With external air damper

- It treats all the air intake: the
air intake will be handled and then
reject into the room.

- 1

1) Standard

Operating configurations
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The technical present data in the technical bulletin are not binding. The FROSTITALYS.p.A. reserves the faculty of
make in any moment all the modifications thought necessary to the improvement of the product.
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